/SAW CUT EDGE PARALLEL OR PERPENDICULAR TO TRENCH (TYP.)

COLLECTORS, MINOR & MAJOR ARTERIALS
& EXPRESSWAYS— SEE NOTE /\/OTE£+>
| < TRANSVERSE: FOR ALL STREETS EXISTING PAVEMENT
TRENCH WIDTH PLUS 9” EACH SIDE SURFACE
OR 24” MIN. TOTAL PATCH WIDTH,
WHICHEVER IS GREATER TACK COAT
/ ALL EDGES
% | I’E
9"MIN. ‘
EXISTING BASE W MATCH EXISTING, BUT

NOT LESS THAN 8~

PAVEMENT PATCH
DEPTH TO MATCH
CONTICUOUS PAVEMENT AGGREGATE BASE TYPE 2,

BUT NOT LESS THAN 4~

Av CLASS "B”, COMPACTED TO 95% MIN.

TRENCH BACKFILL MATERIAL
(SEE STANDARD DETAIL DRAWING

NOTES: NO. R—122 (305))

1.

2.
3.

4.

A\

A PERMIT MUST BE OBTAINED FROM THE CITY ENGINEER PRIOR TO CUTTING ANY PUBLIC
RIGHT—OF—WAY. 24 HOURS PRIOR TO TRENCH EXCAVATION, THE PERMITTEE MUST
NOTIFY THE CITY EXCAVATION PERMIT INSPECTOR OR APPLICABLE ENGINEER OF RECORD.

ALL PERMANENT PATCH WORK SHALL BE THE RESPONSIBILITY OF THE CITY OF RENQO,
UNLESS OTHERWISE AUTHORIZED BY THE CITY.

IF SAW CUT IS WITHIN 2 FEET OF AN EXISTING PAVEMENT EDGE OR EXISTING PAVEMENT
PATCH, REMOVE EXISTING PAVEMENT TO THAT EDGE AND REPLACE ENTIRE SECTION.

ALL A.C. REPLACEMENT REQUIREMENTS ARE MINIMUM WIDTHS ONLY. THE CITY ENGINEER
MAY REQUIRE WIDER FATCH SECTIONS OR OTHERWISE ALTER THESE REQUIREMENTS.

LONGITUDINAL TRENCH PATCH WIDTH:

FOR COLLECTORS, MINOR AND MAJOR ARTERIALS AND EXPRESSWAYS: IFF SAW CUT EDGES
FOR LONGITUDINAL OR TRANSVERSE EXCAVATIONS FALL WITHIN A TRAVEL LANE, SAW CUT
SHALL BE EXTENDED TO, AND REMOVAL MADE TO EDGE OF THE TRAVEL LANE, OR THE
FULL DEPTH PATCH SHALL BE MADE PER THE SPECIFICATIONS FOR TRANSVERSE PATCHES
AND THE ENTIRE TRAVEL [ANE ROTOMILLED TO A DEPTH OF TWO INCHES AND OVERLAYED
WITH TWO INCHES OF BITUMINOUS PLANTMIX AS DIRECTED BY THE ENGINEER.

EDGE OF 4" ROCK WHEEL TRENCHES FOR CONDUIT SHALL BE LOCATED A MINIMUM OF
9" FROM GUTTER LIP AND SHALL BE PATCHED AS PER THE ABOVE DETAIL.

AGGREGATE BASE AND BITUMINOUS PAVEMENT SHALL BE IN ACCORDANCE WITH
STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION, LATEST REVISION.

CONTRACTOR SHALL BE RESPONSIBLE FOR REPLACEMENT OF LOOP DETECTORS,
ADJUSTMENT OF UTILITIES AND SURVEY MONUMENTS TO GRADE AND INSTALLATION OF
TEMPORARY PAVEMENT MARKERS.

FOR P.C.C. CURB REPLACEMENT, SAW CUT EXISTING PAVEMENT 18 INCHES MIN. FROM
GUTTER LIP LINE, REMOVE AND REPLACE PAVEMENT TO SAW CUT EDGES. CONCRETE MAY
BE POURED NEAT AGAINST EXISTING EDGE OF ASPHALT IF APPROVED BY CITY ENGINEER.
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